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Chapter 9

Internet of Things in Water Management
and Treatment

Abstract The goal of the water security IoT chapter is to present a comprehensive
and integrated IoT based approach to environmental quality and monitoring by generating new knowledge and innovative approaches that focus on sustainable resource
management. Mainly, this chapter focuses on IoT applications in wastewater and
stormwater, and the human and environmental consequences of water contaminants
and their treatment. The IoT applications using sensors for sewer and stormwater
monitoring across networked landscapes, water quality assessment, treatment,
and sustainable management are introduced. The studies of rate limitations in
biophysical and geochemical processes that support the ecosystem services related
to water quality are presented. The applications of IoT solutions based on these
discoveries are also discussed.

9.1 Introduction
The survival of humanity depends on the availability of the water resources. The
water stress is a major issue due to decreasing freshwater reserves in different
regions of the world [2, 20, 23, 53, 89]. The issues of water shortage have
exacerbated due to the climate change related variations in frequency and quantity
of precipitation [5, 41, 98, 99]. Moreover, the growth in population and emerging
human mobility patterns have also contributed to the worsening the issue of
shortage. Therefore, the sustainable water resource management and treatment is
vital to maintain and conserve the water supply to meet current growth needs and
future generations [24]. The water amount and quality interactions impact the water
security [33]. The water security is defined as [14, 38, 42]:

The capacity of a population to safeguard sustainable access to adequate
quantities of and acceptable quality water for sustaining livelihoods, human
well-being, and socioeconomic development, for ensuring protection against
(continued)
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water-borne pollution and water-related disasters, and for preserving ecosystems in a climate of peace and political stability.

In this chapter, the IoT applications using sensors for waste and stormwater monitoring across networked landscapes in water treatment and sustainable management
are presented. The impacts of the human activities on amount and quality of the
water are discussed in the next section.

9.1.1 Impacts of the Human Activities on Amount
and Quality of Water
The human activities affect the water quantity and quality in different ways [111].
These activities span in various disciplines such as agriculture and forests. The
human-induced impacts are discussed below:
• The irrigation water and drinking water withdrawals reduce the stream base
flow and surface water table [26]. Accordingly, water temperature, oxygen
concentrations are impacted, which lead to rise in summer water temperature,
and nutrients concentrations whereby decreasing oxygen concentration.
• Similarly, in agriculture, the tile drainage results in disruptions to natural
hydrology by increasing flow and flooding [101]. Accordingly, the wetland water
and discharge levels are impacted that lead to increase in nutrients, pesticides,
sediments, and reduce soil infiltration and nutrient cycling.
• The impervious surfaces in urban and industrial areas are another factor that
impacts the quality and quantity of water. These surfaces are generally covered
with impenetrable asphalt or concrete materials. These also cause disruptions
natural hydrology and causation of increasing peak flow and flooding [62].
Accordingly, the turbidity and nutrients are impacted which result in an increase
in sediments and contaminants which reduce nutrient cycling.
• In forests, the harvesting is done due to many different reasons that increase
peak flow and disrupt natural hydrology [63]. The water turbidity, algae, and
temperature are impacted. The forest harvesting practice leads to an increase in
sediments, nutrients, and pesticides.
Therefore to ensure water security, there is a need for efficient management
practices for water sustainability (Fig. 9.1). These water management practices are
discussed in the following:
• Source Management. As discussed above, the watershed deterioration, due to
agriculture and other land-use practices, accelerates the nutrients and sediments
runoff process, which subsequently requires extensive treatment at the receiving
end for cleanup operation [19, 102]. In source management, the water supplies
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Fig. 9.1 The key factors in water security [34]

are protected at the source, however, the source tracking is a complex and
challenging task. Water systems consist of different horological elements in wide
geographical areas.
• The purpose-fit management. In this approach the treatment is done based on the
end user needs [25].
• Other management practices include conservation, treatment, and reuse, which
are discussed in detail later in the chapter.

9.2 Water Management and Treatment using IoT
The water management and treatment using IoT has the potential to overcome
these key challenges for sustainable water management [51, 67, 68]. Through its
sensing and communication technologies, it can provide useful insights into the
sustainable water management approaches by using real-time data and decision
support systems for better management and policy decisions. Novel technologies
can be developed and connected to the system for water cycle and resource
forecasting and understanding the connection between water quantity and land use.
The adoption of modern sensing technologies can meet need of water use, quality,
quantity sensing, and treatment. Accordingly, the inventory and indicators of the
baseline conditions can be developed. It also enables efficient management of water
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stresses, pollutants, water data, land use, nutrients, and overflows using wireless
communications and remote sensing.
The water management IoT’s large scale monitoring of the chemical, physical,
and biological properties in different types for water mediums (e.g., groundwater
and mine-impacted water) has tremendous potential to inform better treatment
options [103]. It is useful for large-scale water contaminant data collection and
provides useful insights into the impacts of the contaminant. Accordingly, analytical
models can be developed to set limits on contaminant. Moreover, based on the realtime sensing capabilities of the water management using IoT, the health alerts can be
issued by the authorities. New techniques for toxin identification and quantification
can be integrated into system for performance analysis. Accordingly, the treatment
of large areas with high contaminant concentration becomes possible.
Furthermore, the movement of contaminant from watersheds to other water
bodies such as rivers, estuaries, and other coastal zones. Moreover, real-time
monitoring systems can be developed for in-water HAB [13, 36, 56] observations
(such as environmental conditions conducive to HAB) that will aid in rapid species
identification and timely mitigation actions. Accordingly, the large-scale empirical
studies enabled by the Internet of Things paradigm can inform about the efficiency
of different treatment techniques and vulnerable factors. This knowledge is useful
to develop new tracking role of different sources (such as wild, human, and animal
sources) for microbial contamination. Based on this approach, the combined water
organisms can be studied.
It has the potential to establish urban underground infrastructure monitoring
stormwater and wastewater overflow monitoring capabilities through integration of
subsurface sensing and wireless underground communications [80]. This enables
community managers to take timely management actions to control rising water
levels which not only cause damage to infrastructure but also lead to community
inconvenience. The water management using IoT is also an innovation driver for
different sensing technology integration into real-time decision-making, such as
in situ sensors, satellite based sensing, and LiDAR, and other in-water sensing
methods. Through development of novel sensing techniques, it has also benefits
to monitor the post-treatment quality of the water to ensure its safety for human
consumption [11, 58, 66, 110].

9.2.1 Water Management and Treatment using IoT
The things in water management and treatment are presented in this section.
•
•
•
•
•

Stormwater, wastewater, gray water, flooding, overflow
Percolation, precipitation, runoff, flow regimes
Sediments, nutrients, pesticides
Water temperature, dissolved oxygen, and turbidity
Treatment, recycling

9.3 Groundwater Sensing and Treatment
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9.3 Groundwater Sensing and Treatment
The groundwater is saturated into the pores underground. The groundwater remediation process includes converting the water pollutants into safe content for drinking
or altogether eliminating them. Different techniques are used for groundwater
treatment such as biological, chemical, and physical treatment methods. These are
listed below [57, 60]:
•
•
•
•
•
•
•
•
•
•
•

Excavation/removal
Pump and treat
Capping
Soil vapor extraction (SVE)
Multi-phase extraction systems (MPE)
In situ bioremediation
Air sparging
Monitored natural attenuation (MNA)
Vertical engineered barriers (VEB)
In situ chemical reduction (ISCR)
In situ thermal treatment

9.3.1 Applications of Nanotechnology in Groundwater
Treatment
The nanotechnology is also being applied for remediation of groundwater [29, 97].
In Fig. 9.2, three different approaches of groundwater remediation based on iron
particles applications are shown. In this approach, the contaminants in groundwater
and dense non-aqueous phase liquid (DNAPL) interacts (physical contact or on
being dissolved) with the iron particles for treatment. In Fig. 9.2a, a standard porous
reactant barrier fabricated with high quality grainy Fe of the millimeter size is
shown. In Fig. 9.2b, an area for reactive treatment is established by serial inoculation
of nano-sized iron to develop converging areas of particles for adsorption in the
grists of underground water. In Fig. 9.2c, the DNAPL contamination treatment
approach by inserting movable nano-size particles is shown. In both Fig. 9.2b and c,
the nano-size particles are shown in black, whereas the impacted zones are shown
in pink color plumes. Moreover, in Fig. 9.2b there is no particle mobility, and in
Fig. 9.2c, the particles are mobile.

Fig. 9.2 Three approaches to application of Fe particles for groundwater remediation: (a) an area
for reactive treatment is established by serial inoculation of nano-size iron to develop converging
areas of particles for adsorption in the grists of underground water, (b) a ‘reactive treatment zone’
formed by sequential injection of nanosized Fe to form overlapping zones of particles adsorbed
to the grains of native aquifer material, and (c) DNAPL contamination treatment approach by
inserting movable nano-size particles [97]

9.3 Groundwater Sensing and Treatment
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Fig. 9.3 Types of nanomaterials with their contaminant remediation capabilities

9.3.2 The Nanomaterials for Contaminant Remediation
Several types of nanomaterials have been used for the remediation of contaminants such as chloroethene, trichloroethylene (TCE), Tetrachloroethylene, and
1,2-dichloroethane (DCA). Various types of nanomaterials with their remediation
capabilities are shown in Fig. 9.3. The nZVI are utilized in water treatment due to
their elevated surface reactivity [52]. The iron particles (BNPs) are employed in
groundwater by using the oxidation reduction reaction process in order to attain
contaminant degradation. The EZVI are used to treat human carcinogen chlorinated
hydrocarbons.

9.3.3 Hazardous Water Sensing and Treatment
The technologies for hazardous waste cleanup are discussed in the following. These
contaminant can be found in different medias such as surface water, soil gas,
soil, sediment, light non-aqueous phase liquid (LNAPL), groundwater, fractured
bedrock, and dense non-aqueous phase liquid (DNAPL) [31].
• Phytotechnology. In this water and soil treatment technology, different types of
plants are used to debase, remove, restrain, and disable contaminants [31].
• In situ chemical oxidation. In this approach, various oxidants are inserted
in the underground environment to transform the contaminant into immobile
components such CO2 and CI−. This technology is very effective in treatment of
non-aqueous phase liquids (NAPL) [31, 100].
• In situ flushing. In this soil and groundwater treatment technique, the flushing
solutions (e.g., cyclodextrin, cosolvents, surfactants, oxidants, and chelants) are
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Fig. 9.4 A self-regulating biomass-powered system designed to heat water to the pasteurization
temperature [22]

injected into the contamination areas to make contaminants either mobile or soluble. Accordingly, the mixed solution is treated either in situ or through extraction.
The contaminants receptive to this type of treatment includes polychlorinated
biphenyls (PCB), NAPLs, volatile organic compounds (VOC) and semi-VOCs,
cyanides, pesticides, dioxins, metals, corrosives, and radioactive components
[65].
• Heating Technologies. These are based on contaminants treatment by heating
of water and underground environment using different heating techniques (e.g.,
conductive, electrical resistive, RF, steam, and hot air injection). These are used
in PCB, polychlorinated, oil contaminants, and chlorinated solvents [47, 112]
(Fig. 9.4).

9.4 Underground Communications in Urban Underground
Infrastructure Monitoring
In this section, the path loss analysis of wireless underground communications in
urban underground IoT for wastewater monitoring has been presented. The potential
of wireless underground technology and sensor solutions in different transformative
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urban underground IoT applications (e.g., real-time flow monitoring, intrusion and
infiltration (I&I) isolation, and smart manhole lids) is explored. The path loss
model evaluations are done in different communication media under different layers
thickness levels. The design of sewer and stormwater overflow monitoring systems
can benefit from these findings.

9.4.1 Wastewater and Stormwater Monitoring Needs
Urban areas have public infrastructure worth billions of dollars located underground. City governments spend significant budget annually to support this underground infrastructure. The underground IoT solutions are rare due to challenges in
connectivity and needs for extensive cabling to leverage over-the-air communication
solutions, which increases costs. By combining wireless underground technology
and sensor solutions [50, 106], many transformative urban underground IoT application such as real-time flow monitoring, intrusion and infiltration (I&I) isolation,
and smart manhole lids can be developed.
The city wastewater bodies are responsible for collecting and treating wastewater
at wastewater recovery facilities by processing many million gallons a day [49].
Cities have a strong need to monitor the quantity and quality of wastewater entering
the collection system and reaching these recovery facilities [8, 10, 15, 28, 88]. Extra
quantities of water entering the pipes can cause backups that result in sanitary
sewer overflows [35, 59]. Eliminating I&I is important for controlling the flow
of extraneous water into the pipeline [35, 95]. However, currently most cities do
not have access to affordable underground sensor and connectivity technologies
designed to detect problems in time to take preventive action. In this paper, we
present the path loss analysis of wireless underground communications using urban
underground IoT for wastewater monitoring [46, 90]. The architecture of urban
underground IoT for wastewater monitoring is shown in Fig. 9.5. It shows different
component of the system (e.g., base station, catch basin, UG transmitter and
receiver, and drainage system). A storm drain is a major component of the drainage
system and served as inlet and outlet for the runoff. Accordingly, it discharges the
runoff to a water body (river, stream, channel, or creek).
The wastewater flow monitoring application can utilize wireless underground
communication technology [104], which allows IoT radios to be buried underground
[30]. Underground pipe monitoring sensors, connected to wireless underground
software defined radios, can wirelessly connect to the roadside urban infrastructure
at the nearest traffic light pole. This wireless underground technology has been
shown to be successful in agricultural fields for several years with effective
communication ranges of 100–200 m [106]. We present a theoretical path loss
analysis for wireless underground communication through asphalt to design longrange wireless communication radios, which will allow underground radios to be
deployed sufficiently deep to keep cabling to the underground pipes at a minimum
while maintaining connectivity [9, 81, 86]. Providing this information to mobile
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Fig. 9.5 The architecture of urban underground IoT for wastewater monitoring [80]

devices will enable large-scale dissemination of timely alerts during emergencies.
This application can also drive realistic wireless traffic for evaluating solutions for
wireless underground networks.

9.4.2 Internet of Underground Things for Wastewater and
Stormwater Monitoring
Internet of Underground Things (IOUT) has numerous applications in the field of
digital agriculture [3, 18, 30, 39, 54, 70–79, 81–85, 87, 94, 96]. Another important
application is in the area of border monitoring, where this technology is being
employed for border enforcement and to curtail infiltration [4, 93]. Moreover, IOUT
is also being utilized for landslide and pipeline monitoring [39, 91, 92].
The IOUT delivers consistent access to data garnered from the farming areas
via underground networking, aboveground networks, and the Internet. IOUT incorporates in situ underground sensing [1] of soil physical, chemical, and biological
factors which includes water content sensing, salinity sensing, pH and nitrogen
sensing, and temperature sensing. It also has the communication capabilities built-in
as one of the integral component to provide the sensing data from the plants, roots,
and soil. Moreover, it has the ability to include the environmental sensing capability
to provide the real-time data pertaining to the diverse environmental phenomena
such as wind data, rain information, and solar potential [107]. When integrated with
agricultural machinery and farm equipment on the field (e.g., seeding equipment,
irrigation controllers, harvesting machines and combines), the IOUT leads to the
full self-sufficiency on the smart farming fields, and has the strong potential of
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development of enhanced food production solutions and applications in the area of
digital agriculture [106]. The IOUT is also being utilized to provide useful decisionmaking information to the growers in the field in real-time.
In Sect. 9.4.4, the model evaluations are performed using different parameters.

9.4.3 Path Loss Model for Stratified Media to Air
Communications
In this section we present the attenuation in the stratified medium and dispersion of
subgrade of soil.

9.4.3.1

Attenuation in the Stratified Medium

The layered structure of the underground medium is shown in Fig. 9.2. The distinctive properties of wave transmission in the stratified medium need expressions of
the path loss by taking into account the characteristics of different layers involved
in the wireless communications [108].
Free Space Path Loss
From Friis equation [37], the received transmission power in over the air medium
(OTA) at the transmitter-receiver (TR) communication path r from the transmitting
antenna can be expressed by using the logarithmic scale as:
Pr = Pt + Gr + Gt − Lf s ,

(9.1)

where the transmission power of the transmitter is Pt , the antenna gains of the
transmitting and receiving antennas are expressed as Gr and Gt , and Lf s is over
the-air-path as exhibited in the free space (expressed in dB), and it is written as:
Lf s = 33.2 + 20 log(d) + 20 log(f ),

(9.2)

where the length of total transmission path (e.g., the distance between the transmission and the receiver antenna expressed in meters) is denoted by d; and the
frequency of the operation of the communication system is expressed as f with unit
in MHz.
We consider transmission loss at two levels: (1) free space path loss, (2) loss
through stratified layers.
Propagation Loss in the Layered Medium
For the propagation through layered medium, loss through medium should account
for the effect of the properties of different layers involved in communication.
Accordingly, the strength of the signal received at the receiver can be rewritten as
[105]:
Pr = −Lm + Gr + Pt + Gt ,

(9.3)
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where Lm = Lf s + Ll , and Ll denotes the extra signal attenuation exhibited by the
transmission of EM waves through the stratified medium, which is ascertained by
taking into account the existing dissimilarities of EM wave propagation occurring
in the layered medium in comparison to that of the free space. The extra prorogation
wave loss, Ll , in the stratified medium, hence, consists of accumulative loss occurring in total number of layered medium through which wireless communications is
carried out:
Ll =

N
−1


Ln ,

(9.4)

n=0

where Ln is the attenuation loss in the nth layer for each of the N layers.
The transmission loss exhibited in a particular layer denoted as Ln , is mainly
dependent on the di-electric permittivity, and the wavenumber of the medium in
that particular layer, that can be expressed as jβ + α = γ given as:




 μ 
  2

α=ω
1+( ) −1 ,
(9.5)
2





 μ 
  2

β=ω
1+( ) +1 ,
2


(9.6)

where the ω, which is equivalent to the 2πf , denotes the angulated spectrum of
the frequency, the magnetized permeableness is expressed as the μ, the imaginary
and real components of the permittivity of the material are denoted as   and   ,
respectively, (9.9). Consequently, the propagation loss, Ln , for a particular layer in
the stratified medium is found as [48]:
Ln [dB] = 20 · γ · d · log 10(e),

(9.7)

where e = 2.71828, and d is thickness of the nth layer.
It can be seen that the propagation loss depends on the complex dielectric
permittivity of the electromagnetic wave propagation in medium, layer thickness
d, operating frequency, f , and other properties of the medium. Next, we consider
the dispersion of next layer involved in the sewer overflow monitoring system.

9.4.3.2

Dispersion in Different Subsurface Layers

The ability of the materials in different subsurface layers to holdout against the
applied electric charge defines its permittivity. The permittivity also depends on the
electromagnetic absorption potential of the material. With the oscillation electric
field, the charge flows and results in two charge components of the current (e.g.,
charging and loss). The heat loss represents the dissipated energy into the thermal
excitation. The polarization of the soil and asphalt material in the subsurface layers
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is coupled with the dielectric properties and can be divided into dipolar, atomic, and
electric types. It also depends on the frequency because the dielectric displacement
and polarization response are different at different carriers. In the following, we
discuss dispersion of materials involved in the subsurface layers. The material
permittivity prediction expressions are presented.

9.4.3.3

Dispersion of Subgrade of the Soil Medium

By employing the findings of an extensive empirical campaign on soil permittivity
[61], the permittivity spectra of the medium in the frequency range of 300 to
1300 MHz can be determined as shown in the following:
s = −j s + s ,

(9.8)

ρb α 



+ mβv fαw − mv
ρs s
 

 1/α
−0.69, s = mβv fαw
,

s = 1.15 1 +

1/α 

(9.9)

where the relative complex dielectric permittivity of the soil medium is denoted by
s , the mv is used to express the measure of the volumetric water content present
in the medium, the bulk density is ρb that is the indicator of the compaction of the
soil material with unit of g/cm3 and is used in relation to the solid soil particles ρs
which is 2.65 g/cm3 . The value of the α  is 0.65. The value of other soil dependent
experimentally determined constants β  and β  is given as:
− 0.52S + 1.28 − 0.16C = β  ,

(9.10)



(9.11)

−0.61S + 1.34 − 0.17C = β ,

where the amount of sand particles present in the soil is denoted by S, and
contents of the clay particles found in soil is expressed as C. The relative dielectric
permittivity of the free water (both the imaginary and real components) are
represented by   fw and   fw .
9.4.3.4

Dispersion of Asphalt

Since, the medium of communications in sewer overflow monitoring application
is multi-layer structure, hence, it is important to determine the dielectric value of
asphalt layer (top surface in Fig. 9.6). The formula is given as:
 =

3 0 − 1
.
4π 0 + 2

(9.12)
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Fig. 9.6 The layered
structure of the underground
medium [80]

It should be noted that when the frequency is increased the value of dielectric
constant of asphalt also increases. The impact of dependency of the dielectric
constant on the frequency is caused by dipolar polarization (e.g., the disassociation
molecule charges). The asphalt substance (bitumen) contains many aromatic and
asphaltene molecules. Accordingly, it also depends on the applied electric field.

9.4.3.5

Dispersion of Base Gravel Aggregate

The base gravel aggregate layers are comprised of different materials such as of
stones, sand, pebble, and air voids in less organized fashion. Because of this semirandom organization, the dispersion in these layers depends on the size of particles
and wavelength. The effective permittivity of the gravel aggregate (consisting of
a layer in which rock particles, sand particles, pebbles, and air voids with diverse
dispersion properties are arranged together) is determined as:
j

0 − 1
,
0 + 2 

(9.13)

where j is the percentage of the solid material in the volume.

9.4.4 Model Evaluations
In this section, we present the path loss analysis. The model parameters considered
for this evaluation are shown in Table 9.1. The soil and asphalt layer thickness are
20 and 10 cm, respectively, with soil moisture level of 5%. The operation frequency
of 433 MHz is used with transmission power of 20 dBm. In Fig. 9.3, the propagation
loss in the asphalt medium with change in layer thickness has been shown. It can be

9.5 Sensing and Sampling
Table 9.1 Model evaluation
parameters [80]
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Parameter
Pt
Thickness of the soil layer
Thickness of the asphalt layer
Frequency
Noise floor
Soil moisture
Asphalt temperature

Value
20 dBm
20 cm
10 cm
433 MHz
−90 dBm
5% by Volume
300 K/80.33 F/26 C

observed that with layer thickness of less than 1 m, the propagation loss is less than
5 dB. However, it increases with increase in layer thickness. It increases to 15 dB
for the 4 m thick asphalt layer.
The path loss with change in distance is shown in Fig. 9.4. It can be observed
that for communication distances up to 4 km, the path loss is less than 100 dB. It
increases to 107 dB for a distance of 10 km. The received signal strength indicator
(RSSI) with distance is shown in Fig. 9.5. It can be observed that the RSSI decreases
with distance. This decrease is abrupt for distances less than 2 km. Afterwards,
it decreases gradually. At communication distance of 4 km, the −80 dBm RSSI
indicates that underground nodes in urban underground infrastructure monitoring
IoT can effectively communicate with urban roadside wireless communication
infrastructure.
In Fig. 9.6, the propagation loss in the soil medium with change in layer thickness
has been shown. It can be observed that with layer thickness of less than 2 m, the
propagation loss is less than 37 dB. However, it increases with increase in thickness.
It increases to 57 dB for the 4 m thick soil layer. Moreover, it can also be observed
that soil medium has higher loss as compared to the asphalt medium. This is caused
by the higher permittivity of the soil as compared to the asphalt. The higher water
holding capacity of the soil in comparison to asphalt medium leads to the higher
permittivity of soil.
The effect of temperature change on propagation loss in asphalt is shown in
Fig. 9.7. It can be observed that with change in asphalt temperature from 300 K
to 360 K, the path loss increases to 3.6 dB. Therefore, the wireless communication
system in urban underground infrastructure monitoring IoT should be designed by
considering the temperature change of the asphalt medium in different weather
conditions (Figs. 9.8 and 9.9).

9.5 Sensing and Sampling
In this section, different sensing related to water sampling needs are discussed. First
the contaminant sensing is discussed (Figs. 9.10 and 9.11).
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Fig. 9.7 The propagation
loss in the asphalt medium
with change in layer
thickness [80]
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Fig. 9.10 The propagation
loss in the soil medium with
change in layer thickness [80]
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9.5.1 Contaminant Sensing
The contaminant sensing is not only important to detect the contaminants but
it is also useful to assess the extent and nature of contaminants. The different
contaminants in need of sensing are shown in Fig. 9.12.

9.5.2 Sensing for Wastewater Treatment and Reuse
Another important source of water supply is wastewater reuse, where water from
different sources (e.g., industry, agriculture, and domestic) is collected, treated,
and recycled to mitigate its detrimental impacts using multi-phase chemical,
mechanical, and biological processes. The wastewater systems are also impacted
by climate change [7, 27, 32]. Currently, the hazardous health environmental and
health impacts of wastewater include its mixing with groundwater and surface
water. Moreover, the health impacts resulting from consumption of this reclaimed
water needs more investigation. Moreover, the advanced methods for removal of
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Fig. 9.12 The sensing needs for different contaminants

bacteria, analytes, their genes, micro-pollutants, byproducts, and residual materials
are needed. A summary of site monitoring and characterization techniques for water
is given below [31]:
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•

Anodic stripping voltammetry (ASV)
Biosensors
Colorimetric test kits
Direct reading probes
Electro-optical sensors
Fiber optic chemical sensors (FOCS)
Fourier Transform Infrared Spectroscopy (FTIR)
Fuel Fluorescence Detector (FFD)
GC-ion Mobility Spectrometry (IMS)
Gas Chromatography (GC)
Gas Chromatography/Mass Spectrometry (GC/MS)
Graphite Furnace Atomic Absorption Spectrometry (GFAA)
Gross counters
Immunoassay test kits
Inductively Coupled Plasma Spectrophotometry (ICP)
Ion Selective Electrodes (ISE)
Liquid Chromatography (LC)

9.5 Sensing and Sampling

•
•
•
•
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Membrane Interface Probes
Mercury vapor analyzers
Surface Acoustic Wave Sensors (SAWS)
Ultraviolet fluorescence (UVF) test kits

9.5.3 Agricultural Hazards Sensing
The agriculture is becoming exceedingly vulnerable to the soil degradation, water
scarcity, deteriorating mountain ecosystems, and more variable and intense weather
patterns (e.g., floods, drought, frosts). However, there are major gaps in our
understanding of changes in agriculture and how these changes will affect agriculture. Improved knowledge needs to be acquired to anticipate, plan, and adapt
to these changes and to gain new grounds in agriculture. Furthermore, efforts
are needed to develop better detection techniques for per- and poly-fluoroalkyl
substances (PFAS), and PFAS-containing waste found in different soils. Among
existing techniques, granular activated carbon (GAC) is a growing technology in
PFAS treatment in water [17, 69]. However, there is a significant lack of data and
procedure development in terms of fundamental understanding and quantification of
medium properties. The adsorptive and destructive technologies are considered for
both soils and waters [12, 21]. Other remediation approaches are anion-exchange,
ozofractionation, chemical oxidation, electrochemical oxidation, sonolysis, soils
stabilization, and thermal technologies [6, 45, 55, 64]. These treatment technologies
are not best suited to provide PFAS management systems with almost real-time
sensing data to facilitate fast decision-making [40, 44].
To meet the need of practical approaches to manage the potential environmental
impacts of PFAS, environmental researchers must develop and implement new
technologies to enhance detection and control of PFAS with fewer inputs. Enhanced
techniques that are more practical and efficient in control, treatment, destruction,
and removal of PFAS in soils are needed. This complex and arduous task requires
interdisciplinary endeavors that combine various environmental science disciplines
to develop such tools and implement them in the field to achieve this purpose. A
summary of site monitoring and characterization techniques for soil is given below
[31]:
• Colorimetric test kits. Test kits are self-contained analytical kits that generally
use a chemical reaction that produces color to identify contaminants, both
qualitatively and quantitatively [43].
• Fiber optic chemical sensors (FOCS). Fiber optic chemical sensors (FOCS)
operate by transporting light by wavelength or intensity to provide information
about analytes in the environment surrounding the sensor. The environment
surrounding a FOCS is usually air or water. FOCS can be categorized as intrinsic
or extrinsic. Extrinsic FOCS simply use an optical fiber to transport [109].
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• Gas Chromatography (GC). Chromatography is the science of separation which
uses a diverse group of methods to separate closely related components of complex mixtures. During gas chromatographic separation, the sample is transported
via an inert gas called the mobile phase [16].
• Gas Chromatography/Mass Spectrometry (GC/MS). Mass spectrometry (MS)
is an established analytical technique that identifies organic compounds by
measuring the mass (more correctly, mass to charge ratio) of the compound’s
molecule. Mass spectrometry is noteworthy among analytical techniques because
the signals produced by a spectrometer are the direct result of chemical reactions
such as ionization and fragmentation, rather than energy state changes that are
typical of most other spectroscopic techniques.
• Laser-induced Fluorescence (LIF). Laser-induced fluorescence (LIF) is a method
for real-time, in situ field screening of residual and non-aqueous phase organic
contaminants in undisturbed vadose, capillary fringe, and saturated subsurface
soils and groundwater.
• Membrane Interface Probes. A MIP is a semi-quantitative, field screening device
that can detect volatile organic compounds (VOCs) in soil and sediment. It is used
in conjunction with a direct push platform (DPP), such as a cone penetrometer
testing rig (CPT) or a rig that uses a hydraulic or pneumatic hammer to drive the
MIP to the depth of interest to collect samples of vaporized compounds.
• X-ray fluorescence (XRF). XRF instruments are field-portable or handheld
devices for simultaneously measuring metals and other elements in various
media.
• Direct reading probes
• Downhole pyrolysis explosives sensor
• Electromagnetic induction (EM)
• Fourier Transform Infrared Spectroscopy (FTIR)
• Fuel Fluorescence Detector (FFD)
• GC-ion Mobility Spectrometry (IMS)
• Graphite Furnace Atomic Absorption Spectrometry (GFAA)
• Gross counters
• Ground Penetrating Radar (GPR)
• Immunoassay test kits
• Inductively Coupled Plasma Spectrophotometry (ICP)
• Ion Selective Electrodes (ISE)
• Laser-induced Breakdown Spectroscopy (LIBS)
• Liquid Chromatography (LC)
• Magnetometry
• Mercury vapor analyzers
• Seismic reflection/refraction
• Soil/sediment micro-heterogeneity management to improve data precision
• Surface Acoustic Wave Sensors (SAWS)
• Ultraviolet fluorescence (UVF) test kits
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